
ORGANIC SAMPLE COLLECTION 
REQUIREMENTS 

WATER SAMPLE REQUIRED VOLUME CONTAINER TYPE 

EXTRACTABLE 
ANALYSIS 

(LOW) 

1 GALLON A 
A A 

AN AN A^ AN 

1 X4-UTERAMBER 
GLASS BOTTLES 

OR 

2 X 80-OZ. AMBER 
GLASS BOTTLES 

OR 

4X1-UTER AMBER 
GLASS BOTTLES 

EXTRACTABLE 
ANALYSIS 
(MEDIUM) 

1 GALLON 4 X 32 OZ. WIDE MOUTH 
GLASS JARS 

VOLATILE ANALYSIS 
(LOW OR MEDIUM) 

80 ml aa 2 X 40 ml GLASS VIALS 

SOIUSEDIMENT SAMPLE REQUIRED VOLUME CONTAINER TYPE 

EXTRACTABLE ANALYSIS 
(LOW OR MEDIUM) 

6 0Z. 

• 

1 X 8-OZ. WIDE MOUTH 
GLASS JAR 

OR 
2 X 4-OZ, WIDE MOUTH 

GLASS JARS 

VOLATILE ANALYSIS 240 ml 00 2x120-ml WIDE MOUTH 
GLASS VIALS 

998131 

llllll: i 
ALL MEDIUM LEVEL SAMPLES TO BE SEALED IM 'METAL PAINT CAN FOR SHIPMENT X 



INORGANIC SAMPLE COLLECTION 
REQUIREMENTS 

WATER SAMPLE REQUIRED VOLUME CONTAINER TYPE 

METALS ANALYSIS 
(LOW) 

1 LITER 

A 
1x1- LITER 

OR 
2 X 500 ml 

POLYETHYELENE BOTTLE 

METALS ANALYSIS 
(MEDIUM) 

16 OZ. 1 xieOZ. WIDE MOUTH 
GLASS JAR 

A 
CYANIDE ANALYSIS 

(LOW) 
1 LITER A A 1 X 1-LITER 

OR 
2 X 500 ml 

POLYETHYLENE BOTTLE 

CYANIDE ANALYSIS 
(MEDIUM) 

16 OZ. 0 1 X 16-OZ. WIDE MOUTH 
GLASS JAR 

SOIL/SEDIMENT 
SAMPLES 

REQUIRED VOLUME CONTAINER TYPE 

METALS AND CYANIDE 
(LOW OR MEDIUM) 

6 0Z. 1 X 8-OZ. WIDE MOUTH 
GLASS JAR 

OR 
2 X 4-OZ. WIDE MOUTH 

GLASS JARS 

vfoWe ^ 

•ALL MEDIUM LEVEL SAMPLES TO BE SEALED IN METAL PAINT CAN FOR SHIPMENT 
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